
PRODUCT DATA SHEET

NOTE: When applying pressure sensitive adhesive tapes, do not touch adhesives, ensure that surfaces  
are free from oil or other surface contaminants such as powder, dust or release agents.

All information and recommendations issued on HUSKY TAPE CONVERTING products, has been based on 
research and is believed to be reliable, but does not constitute a warranty. All HUSKY TAPE CONVERTING 

products are sold with the understanding that the buyer will independently determine the suitability of the product 
for the buyer’s purpose.

MP301121

440 ELECTRICAL INSULATION TAPE 
Single Sided PVC

Product Features & Applications:
*	 Extremely	flexible.
*	 Good	adhesion.
*	 For	wire	and	cable	insulation.
*	 Cable	bundling	and	reinforcing.
*	 Wire	harness	wrapping.
*	 Colour	coding	of	cables.

Product	Specifications: 
*	 Backing:
* Adhesive:
* Colours: 
 
* Total thickness:
* Tensile: 
*	 Elongation:
* Adhesion to steel: 
*	 Breakdown	voltage:
* Thermal class:
*	 Packaging:

Product	Specifications: 
Plasticised PVC
Rubber	
Black,	blue,	white,	red,	yellow, 
green	and	yellow/green 
0.150mm
6.8kg	per	25mm 
160%
490g	per25mm 
6.3kV
80	deg.C		
Retail	wrapped	and	barcoded


