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® All LED Technologies designs are registered throughout the world.  -  Current as of 13/2/2017  

Fitting Instructions
Surface mount onto flat surface horizontally using screws, run 
wire through hole in fixing surface. Please refer to ADR 13/00 for 
mounting instructions.

100 Series Medium Truck/Trailer Combination

Function Stop/Tail/Indicator/Reverse
Size 350mm x 120mm x 31mm
Voltage 12-24 Volt
LED Qty 147 (with Reverse 123)
Cable 40cm cable
Lens Hardened Acrylic
Base ABS

Draw Stop Tail Ind Rev
@13.8V 0.038A 0.04A 0.38A 0.31A
@28V 0.24A 0.07A 0.23A 0.17A

Approvals Function Category CRN
ADR Stop/Tail 49/00 33402
ADR Indicator 6/00 2a 33156
ADR Reverse 1/00 35793

• Individual Lens Replacements

• ADR Road Approved

• IP67 100% Water proof

• 12-24 Volt

• 5 Year Warranty

Black Bracket - Stop/Tail/Indicator
100BARRM - Blister, 12-24 Volt

Black Bracket - Stop/Tail/Indicator/Reverse
100BARWM - Blister, 12-24 Volt

Chrome Bracket - Stop/Tail/Indicator/Reverse
100CARWM - Blister, 12-24 Volt
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Part No. 100B3BB

Part No. 100RMB Part No. 100AMB Part No. 100WMB

Part No. 100B3CB


