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Fitting Instructions
Retro fit to existing bullbar applications. Wire colours: Brown - Position, 
Yellow - Indicator, White - Earth, Red - To be used for DRL function in 
conjunction with Part No DRLHOTDOG. Please refer to ADR 13/00 for 
mounting instructions. 
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Draw Indicator Position DRL
@13.8V 0.26A 0.02A 0.22A

Approvals Function Category CRN
ECE Indicator R6 TBA
ECE Position R7 TBA
ECE Daytime R87 TBA

Function Front Indicator/marker
daytime running lamp

Size 225mm x 50mm x 28mm
Voltage 12 Volt
LED Qty 39
Cable 40cm cable
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Front Indicator and marker lamp with daytime running accessory function 
when used in conjunction with Part Number: DRLHOTDOG

• Retro fit to existing 4x4 bullbar

• ECE Australian Road Approved

• IP67 Water/Dust proof

• 5 Year Warranty

*DRLHOTDOG

Part Number

175AWTB2 - 12 Volt, Blister Twin Pack

Daytime Running 
Lamp Active

Inactive

Front Indicator and Daytime running Lamp Active



All efforts are made to ensure these drawings are correct and up to date, they can be subject to change without notice. Please confirm measurements before any manufacturing or installation is commenced. All measurements are in millimeters (mm) and are not to scale.
® All LED Technologies designs are registered throughout the world.  -  Current as of 22/09/2015  

Products that require  
DRLHOTDOG to function  
as a daytime running lamp:

DRLHOTDOG 
Fitting Instructions
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*Vehicles that do not come standard with a Daytime Running Lamp will require a  
DRL module to be sourced and fitted separately.

Please refer to your vehicle manufacturer for more information.
LED Autolamps recomends these products to be fitted by a qualified Auto Electritian

Connect the blue wire to vehicle 
indicator so warning signal is 

retained if DRL indicator fails. Blue 

To Be Used in Conjunction with LED Autolamps  
Daytime Running Lamp Range of Products

*Ensure correct end is wired to lamp.

Wire colour
Blue Vehicle 

Indicator
Red DRL*
Brown Position
Yellow Indicator
White Earth

175AWTB2 80AW


