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Part Number
86ARM - Blister Single
86ARMB - Bulk boxed

Function Marker Lamps

Size 86mm x 31mm x 10mm 
Voltage 12-24 Volt
Cable 15cm
Lens Polycarbonate
Base Stainless Steel

Draw Rear End Ind Side Front
@13.8V 0.12A 0.10A 0.10A 0.05A
@28V 0.04A 0.04A 0.04A 0.03A

Approvals Function Category CRN
ADR-86RM Rear End 49/00 46821
ADR-86RRM Rear End 49/00 48251
ADR-86AM Side Marker 74/00 46827
ADR-86AAM Side Marker 74/00 48250
ADR-86ARM Side Marker 45/01 48024

ADR-86WM Front End 49/00 46897
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Water Proof• Popular Truck Style

• Low profile

• Stainless Steel Bezel

• IP67 100% Water proof

• Voltage Range 12-24 Volt

• 5 Year Warranty

Fitting Instructions

Remove Bezel, Horizontally mount onto flat surface with screws 
provided, run wires through back and clip bezel into place. Please 
refer to ADR 13/00 for mounting instructions.

Part Number
86RRM - Blister Single
86RRMB - Bulk boxed

Part Number
86AM - Blister Single
86AMB - Bulk boxed

Part Number
86RM - Blister Single
86RMB - Bulk boxed

Part Number
86AAM - Blister Single
86AAMB - Bulk boxed

Part Number
86WM - Blister Single
86WMB - Bulk boxed
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