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• New Design Mini Jumbo

• ADR approved

• IP67 100% Water proof

• 12-24 Volt

• 5 Year Warranty

420 Series Vehicle/Trailer

Fitting Instructions
Surface mount onto flat surface horizontally with 
stainless steel bolts provided in assembly and run 
cable through 12mm hole. Please refer to ADR 13/00.
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ECE

5 Year
Warranty

E C E
Approved

ECE/ADR
Approved

A D R
Approved

1 0 0 %
Water Proof

ECE

5 Year
Warranty

E C E
Approved

ECE/ADR
Approved

A D R
Approved

1 0 0 %
Water Proof

Stop/Tail/Indicator/Reverse/Reflectors
420ARWM - Blister, 12-24 Volt

Function Stop/Tail/Indicator/Reverse
Reflectors

Size 420mm x 95mm x 28mm
Voltage Multivolt 12-24V
LED Qty 36
Cable 1.2m cable

Draw Stop Tail Ind Rev
@13.8V 0.30A 0.04A 0.28A 0.17A
@28V 0.22A 0.06A 0.11A 0.13A

Approvals Function Category CRN
ECE Stop/Tail R1-S1 11545
ECE Indicator 2a-01 11544
ECE Reverse 00 AR 1207
ECE Reflector 47/00 1133
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