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CODE DESCRIPTION SIZE PACK QTY CARTON QTY

FRCVRT456WW000S Supersuit Type 4-5-6 Disposable Coverall Small 1 50

FRCVRT456WW000M Supersuit Type 4-5-6 Disposable Coverall Medium 1 50

FRCVRT456WW000L Supersuit Type 4-5-6 Disposable Coverall Large 1 50

FRCVRT456WW00XL Supersuit Type 4-5-6 Disposable Coverall XLarge 1 50

FRCVRT456WW02XL Supersuit Type 4-5-6 Disposable Coverall 2XLarge 1 50

FRCVRT456WW03XL Supersuit Type 4-5-6 Disposable Coverall 3XLarge 1 50

FRCVRT456WW04XL Supersuit Type 4-5-6 Disposable Coverall 4XLarge 1 50

FEATURES & BENEFITS
• Provides excellent hazardous chemical and particle protection, 

including protection from asbestos
• Breathable laminated 65gsm microporous material
• Sealable zip flap for extra resistance to chemical splash and  

infective agents
• Two way zipper for on-off convenience
• Anti-static / Electrostatic treatment
• Elasticised hood and ankles for freedom of movement
• Low linting
  
APPLICATIONS
• Construction
• Mining 
• Medical 
• Painting
• Asbestos Removal
• Waste Control 
• Pesticide Spraying 

SUITABLE FOR
• Protection against chemical spray (type 4)
• Protection against particular-tight (type 5)
• Protection against chemical splash (type 6)
• Radioactive particle contamination
 
Please refer to product packaging for storage, maintenance,  
and technical information.

The Frontier Type 456 Super Suit is designed to help protect against hazardous 
dusts (Type 5),  light liquid splashes (Type 6) and light liquid sprays (Type 4).

SUPERSUIT TYPE 4 5 6
DISPOSABLE COVERALL

AVAILABLE SIZES:
S-M-L-XL-XXL + TS (special sizes)

SIZE CHEST HEIGHT

S 84-92 164-170

M 92-100 170-176

L 100-108 176-182

XL 108-116 182-188

XXL 116-124 188-194

XXXL 124-132 194-200

XXXXL 132-140 200-206

ANTI-STATIC
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INFECTIVE AGENTS
EN114126

PROTECTION AGAINST 
NUCLEAR PARTICLES

EN1073-2

TYPE 6B
LIQUID SPLASH  
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